When 
performance 
counts most... 


PROFESSIONAL RECORDING 

RADIO AND TV BROADCASTING 
SOUND REINFORCEMENT SYSTEMS 
AUDIOPHILE RECORDING 
ENTERTAINMENT 
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PRICES 
OCTOBER 1 


| 1970 


K-60 


STEREO HEADPHONES BOOM SETS 
K-120 K-60 | K-36D 
ti - = | ‘ il aaa F- 
DYNAMIC DYNAMIC DYNAMIC 
TYPE STEREO STEREO W/ MICROPHONE | = 
S = 4. ss ms — : bets 
DIRECTIONAL | 
CHARACTERISTICS | @) 
MICROPHONE Hz | 
=i I af  — i = | 
FREQUENCY | 
RESPONSE 70-12,000 
MICROPHONE Hz | | 7 - — Fo = _ 
FREQUENCY 
RESPONSE 20-20,000 20-20,000 20-20,000 
HEADPHONES Hz , ar [ | ft e a} i 
SENSITIVITY 
MICROPHONE S605 
+ —— — + +——— } 
IMPEOANCE 
MATCHING 4 to 10,000 4 to 10,000 4 to 10,000 
HEADPHONES | | | | | | 
~~ T - + - + t —— i— = | 
WEIGHT 12 oz. 11 oz. 16 oz. 
| t = 4 aah : ean te 
| Separate to each 
CONNECTIONS Prewired Prewired headphone and —_ 
microphone 
ws - — 7 += | 
Standard | Standard 
INSLUDED pier 3-conductor 
stereo plug stereo plug 
— —t : t +— i 7 
eae. $22.50 $39.50 $49.50 
| + + —t 
OPTIONAL 
ACCESSORIES | 
- i = 1 = = 


MICROPHONES e HEADPHONES ACCESSORIES 


WINDSCREENS 


STANDS RUBBER 
GRIP 


HANDLE 


er 
sT4 
& 


» 


ST-200 


CABLES 


MK-7/S-5 
connector switch 


MK-7/TS-5 


SUSPENSIONS FLEXIBLE 


GOOSENECKS 
SHOTGUN SYSTEMS 


See See 


H-24 MSH-58E 
H-60 . MSH-58E-2 i] 


he SA-16 fe SA-18/6 SA-18/1 
SA-20 SA-18/9 1 SA-18/3 


Ns 
Ky, 


ye | 


SA-7 


(ror wes) SA-15 are SA-10/3 


MK SERIES MODULAR CABLE ASSEMBLIES 


Modular design of MK Series accessory microphone cable The on-off switch is recessed inside the microphone connector. 
assemblies provide complete flexibility in adding additional This unique concept preserves the aesthetic appearance of the 
functions to AKG microphones equipped with a Cannon XLR-3 microphone, and allows it to be hand-held with complete free- 
connector. dom from accidental switch operation. Added weight and dis- 
Quick-disconnect conversion from low to high impedance with tracting appearance is eliminated. : 

on-off operation is easy with MK-7/TS-5 cable assembly, which MK-7/S-5 cable assembly provides on-off flexibility only with the 
incorporates a built-in transformer with phone plug at the ampili- recessed switch/connector. MK-7/T-5 converts the microphone 


fier end and built-in switch at the microphone connector end. from tow to high impedance without the switching facility. 


C-451E PREAMPLIFIER with 
6 interchangeable capsules 


CONDENSER | 


0-124 0-24 C-451E CASTE MODULAR | ¢-451E/CK-1/CK-9 
COMBINATION COMPONENTS SHOTGUN SYSTEM 
— — - — — — CK. cae — — = — — 
CONDENSER CONDENSER si aac CONDENSER / 
sii COESESES STEREO-TWIN MODULAR CK-IS Cardioid capsule, MODULAR TYPE 
rising response $60.00 | 
| z —— CK-2 Omni = : = 
DIRECTIDNAL a) C.) Ca capsule CQ) 60.00 CG) DIRECTIONAL 
CHARACTERISTICS CK-5 Cardioid capsule, CHARACTERISTICS 
shock-mount/ : ia 
. sia [ _ : scecipiors eg CASIE/CKI/CK9 
FREQUENCY CK-6 Variable capsule. A STE/UR- , FREQUENCY 
RESPONSE Hz 20-20,000 20-20,000 30-20,000 Omni to cardioid to figure. | combination condenser [) RESPONSE Hz 
eight 2 12000 cardioid/ shotgun system 
as ~ — ee ‘ in carrying case is — 
UNIFORMITY OF | fhotgun) 120.00 compet wt a ; UNIFORMITY OF | 
3 shotgun) /\ f following, interchange- i 
RESPONSE** =e a ad satis Battery able modules, Beer one” 
= = power supply 45,00 C-451E Preamplifier ; - 
N-4GE a.c. power supply CK-1 Cardioid capsule 
SENSITIVITY? —44 dB —39 dB ~39 dB for two C-451E with bass | W.3 Windscreen SENSITIVITY+ 
cut and bass 
= e = = rolloff 150.00 SA-15 Stand adapter ss = 
N-48 Multiple a.c. CK-9 Shotgun tube i 
IMPEDANCE 50/200 50/200 50/200 power supply 50.00 SA-18/3 Stand adapter t IMPEDANCE 
PU7B A.C. power supply W-3 Windscreen 
a for 6 C-451€ a H-69 Boom suspension ' reiraDEteX 
FRONT-T0-BACK C-451E Preamplifier only “7 pF : -T0- 
RATIO (1000 Hz) 20 dB | 20 dB 20 dB for all capsules. 98.00 : — 7 — 1} RATIO (1000 Hz) 
= VR-1 12” extension ; i lata! ! . 
DIMENSIONS a : Pneuies | Dimensions 
VK XK XL) 10%,x1"} Yy5y VR-2 52” extension Fitted carrying case } 
IN INCHES Axl Hex Mex Ke XS hie 110.00 User Net $43.50 | | IN INCHES 
— A-50/10 10 dB pad16.00 ; ‘ 
A-50/20 20 dB pad16.00 4 
WEIGHT tbs 36 Ibs 4.5 01 ASt Saivel 22.00 C-A5IE/CK-9 | | WEIGHT 
L A-52 Phantom power mod- SHOTGUN SYSTEM 
2 = 1 — Shield ule for 1 C-451E 14,00 = 
1 = Shield 1 = Shield 2+3-— Audio and KF-1_ 50 Hz bass C-451E/CK-9 combi- 
CONNECTIONS 2 + 3 = Audio 2+3= Audio phantom circuit supply cut filter 40.00 nation condenser CONNECTIONS 3 + 
Cannon XLR-3 Connector 5B17C voltage from amplifier W-3 Windscreen for shotgun system in fet ann 
Econ | Oe, 042 scans i 
P ol /built | = > Nall -_— interchangeable modules. | = — 
ower supply w/ built- or CK: K : oh 
i cle ca petterrsaecar W-17_ Windscreen pape saben, SA-l 
ACCESSORIES ‘Anti-shock ttern selecto Stand adapter 2.00 CK-9 Shotgun tube ACCESSORIES 
Stand adapter Windscreen for CK-L, CK-2 2. 9 Wi INCLUDED 
INCLUDED stand adapter . W-9 Windscreen 
Cable set eae Case oa a en re 50 SA-18/3 Stand adapter 
Case 5 5 ‘ 
ase K-69. Boom suspension 1-7 Pistol grip soe | 
| Ck- i B-46ES Battery Supply P 
PROFESSIONAL $399.00 $885.00 $179.00 SA-15. Stand adapter, MC-20 20’ cable a a 
USER NET C-ASIE 6.00 Fitted carrying case iS : 2 
— + = SA-18/1 Stand adapter, 2.50 
See C-451E Components oe ae — 
ee ‘om 
Sy SA-18/3 Stand adapter, W- 
W-11 Windscreen H-12 Anti-shock suspension special C AOE technical CK-9 16.50 H-24 Ar 
OPTIONAL i ee brochure with complete vi 20° nnleronhions ok OPTIONAL = 
ACCESSORIES ST-305 Anti-shock $T-305 Anti-shock specifications and - ACCESSORIES MI 
table-stand table'stand application information MC-50 50° microphone 
available on request or cable 21.00 
from your AKG dealer. MK-15/1.5 Connector an 
cable for N-48 15.00 


**Relative to the published curve 


t({re 1 mW/10 dynes/cm?) 


**Relative to the 


off 


D-200E 


D-900E 
D-900E SYSTEM 


D-200TS a 
OMNI- SHOTGUN 
TWO-WAY CARDIOID DYNAMIC DIRECTIONAL DYNAMIC 
. : - ‘ : ; : = 
D-200E D-202E D-S00E 
D-200TS D-202E BOOM D-224E D-160E D-900E SYSTEM 
i uv | Sere sate é i 2 “i 4: = a 
DYNAMIC DYNAMIC DYNAMIC DYNAMIC 
TYPE TWO-WAY TWO-WAY TWO-WAY OYNAMIC INTERFERENCE / GRADIENT 
=o ’ — : H — 
DIRECTIONAL =| (3 (3 CG) 
CHARACTERISTICS 
: =i | | | = ” 
RESPONSE. Hz 30-15,000 30-15,000 20-18,000 40-18,000 40-13,000 
_ ] _ = - - = + = 
cane +3 dB +2 dB | +248 +25 dB +3 dB 
SENSITIVITY —55 dB —53 dB —55 dB —55 dB —50 dB 
Sy ——— 
IMPEDANCE 200 200 200 | 200 200 
: P | . {. ! 
Petes 18 dB 20 dB 20 dB non-directional 18 dB 
= = — =e + 4 
IN INCHES Peal 8 148%, 711% 26y4x14 
+ — + T —- 
WEIGHT 8 02. 9.5 02. 9.5 oz. 7.5 02 17 02. 
{ i : = . | oe 
1 = Shield 1 = Shield 1 = Shield = Shield 1 = Shield 
CONNECTIONS 2 + 3 = Moving Coil 2 + 3 = Moving Coil 2 + 3 = Moving Coil 2 + 3 = Moving Coil 2 +3 = Moving Coil 
Cannon XLR-3 Cannon XLR-3 Cannon XLR-3 Cannon XLR-3 Cannon XLR-3 
i a | | 1 
SA-20 Stand adapter SA-16 Stand adapter SA-18/3 Stand adapter Stand adapter Stand adapter 
ed 15° cable 15’ cable 15’ cable 15’ cable 15’ cable 
T-119 Case Case Case Case Case 
+— — _ = a 4 — f _ a = = 
0-202E $130.00 | 
PROFESSIONAL D-200E $69.00 * D-S00E $149.00 F 
USER NET 0-2001S $84.00" | at soe $55.00 D-900E SYSTEM $246.00 
| F : | : ae : [ w9 Windscreen ; 
. SA-18/9 Stand adapter 
W-4 Windscreen W-7 Windscreen for H-68 Boom suspension 
wire 6 a acrid Sahm pee W-2 Windscreen MK Series coe 
andard an SA-18/9 Stand adapter it tei M i bl *D-S00E system IS 
Reieeotice anti-shock stands MK Series Cables MK Series Cables eahet ag complete with SA-18/ 
*(Boom Version complete Standard and anti-shock stands stand adapter, H-68 
*D-200TS complete with on-off | with special suspension, anti-shock stands boom suspension, W-9 
switch, Hi impedance trans- | front and rear wind screens) windscreen, MC- 
armer and phone plug. cable in fitted 
carrying case. 


**Relative to the published curve 


t(re 1 mW/10 dynes/cm?) 


D-190ES © 


D-190E 
D-190TS} 


D-1000E 
D-1000TS 


. 
| 
D-70O7E ~ 
\p-707Ts [|] 
CARDIOID DYNAMIC 
D-190E D-707E D000 
D-24E - 
2 D-190ES D-190TS D-707TS D-1000TS 
DYNAMIC DYNAMIC DYNAMIC 
TYPE W/ON-OFF SWITCH DYNAMIC DYNAMIC W/MODE SWITCH 
mines | Co Q € Q a 
/HARACTERISTICS 
= r + - —J - 
"REQUENCY 
{ESPONSE. Hz 30-18,000 40-15,000 40-15,000 50-15,000 40-16,000 
_ —_ T _ = - 
INIFORMITY OF 
(ESPONSE** +2.5 dB +3 dB +3 dB +3.5 dB +3.5 dB 
SENSITIVITY t —52 dB —53 dB —53 dB —53 dB —52 dB 
60 or 200 200 or Hi 200 or Hi 200 or Hi 
MPEDANCE (specify) 200 (specify) (specify) (Specify) 
2 —— = = -_ 1 
FRONT-TO-BACK 
RATIO (1000 Hz) 18 dB 20 dB 20 dB | 15 dB 18 dB 
- = = = vs + 
eee Bax1% 6Y4x1%4 6x14 6x1% 6x1 Xe 
WEIGHT 6 072. 6 02. 6 oz 407. 9Y4 02. 
}= Shield 1=Shield | }=Shield 1 = Shield 1 = Shield 
CONNECTIONS 2 + 3 = Moving Coil 2 + 3 = Moving Coil 2 +3 = Moving Coil 2 +3 = Moving Coil 2 + 3 = Moving coil 
Cannon XLR-3 Cannon XLR-3 Cannon XLR-3 Cannon XLR-3 Cannon XLR-3 
SA-11 Stand adapter SA-11 Stand adapter SA-11 stand adapter SA-11 Stand Adapt SA-12 Stand adapter 
ACCESSORIES 15’ Cable 15’ Cable 15’ cable isrCabie 15’ Cable 3 
INCLUDED T-119 Case T-119 Case T-119 Case T-119 Case T-119 Case 
PROFESSIONAL * D-190E $50.00 D-707E $39.50 D-1000E $60.00 
USER NET nate $55.00 | b1s0rs $65.00" D-707TS $4950" D.1000TS $75.00 
= —- _ — — 
W-24 Windscreen ‘ : . . 
: . W-8 Windscreen W-8 Windscreen W-4 Windscreen W-4 Windscreen 
TNS Sa Standard and anti-shock Standard and anti-shock Standard and anti-shock Standard and anti-shock 
OPTIONAL laraund eacintan stands stands stands stands 
ACCESSORIES Tae SOes Laem unnaeace | “D-190TS complete with on-off | *D-707TS complete with on-off | *D-1000TS complete with on-off 


MK Series Cables 
Standard and 
anti-shock stands 


only with on-off switch on 
microphone. Order accessory 


MK-7/T-5 transformer/ 


phone plug cable for high 


impedance use. 


switch, Hi impedance 


transformer and phone plug. 


switch, Hi impedance trans- 
former and phone plug. 


switch, Hi impedance trans- 
former and phone plug. 


**Relative to the published curve 


t(re 1 mW/10 dynes/cm?) 


\ 


a 


stand adapter, H-68 
boom suspension, W-9 
windscreen, MC-20 
cable in fitted 
carrying case. 


MK Series Cables 


Standard and anti-shock 


stands 


are. 
D-58E 
KAN 
D-900E TNE 
D-900E SYSTEM ea’ Z 
ocd 
-507 
SHOTGUN i 
DYNAMIC LAVALIER DYNAMIC SPECIAL PURPOSE DYNAMIC 
= = a 2 : = : = i = 
D-S00E 
D-10 11 5 é : 
D-S00E SYSTEM 9 | D-58E D-503 D-507 
DYNAMIC TYPE DYNAMIC DYNAMIC NOISE-CANCELLING DYNAMIC NOISE-CANCELLING 
INTERFERENCE/ GRADIENT LAVALIER | LAVALIER DIFFERENTIAL OIFFERENTIAL 
S | | a a = = 
DIRECTIONAL * 
CHARACTERISTICS 
: L , | = | : ais 
FREQUENCY 
40-13,000 RESPONSE Hz 50-15,000 | 50-15,000 70-12,000 50-15,000 70-12,000 
" 2 = | 4 = 
UNIFORMITY OF | 
+3 dB RESPONSE** | +5 dB +5 dB + 5 dB +3.5 dB +5 dB 
| | = bi __| 
—50 dB SENSITIVITY + —56 dB —56 dB —58 dB —52 dB — 54 dB 
- — + = | 
200 IMPEDANCE 200 200 eeeciit 200 200 
- + — = = 
18 dB Oe terns non-directional non-directional 25 dB 15 dB 18 dB 
_ z . — = = 4 + 
DIMENSIONS | W/ shaft W/shaft 
sla IN. INCHES anes Pat Tams 1734x2K 1734 x2Kg 
= a! a 4 at HE 
17 oz. WEIGHT 1.5 07. 2.75 o7. 1.1 oz. 15.5 oz. 15.5 0z. 
= - ~ : _' = = — u! 
1 — Shield | = Shield 1 = Shield 1 = Shield | = Shield | 1 = Shield 
2 +3 = Moving Coil CONNECTIONS 2 = Red (in phase) 2 = Red (in phase) 2 + 3 = Moving Coil 2 = Red (in phase) 2 = Red (in phase) 
Cannon XLR-3 3 = White 3 = White Cannon XLR-3 3 = White 3 = White 
Non-detachable cable Non-detachable cable Non-detachable cable Non-detachable cable 
—_ - a - + _ as _ 
wa oo ACCESSORIES nee Pagel aie eck ie had clip | Built-in connector | 13)” flexible gooseneck 13/4" flexible gooseneck 
Gage INCLUDED Case Case Case with cable | with cable 
| | | 
beeen : { | 
D-900E $149.00 PROFESSIONAL 
D-900E SYSTEM $246.00* USER NET $49.00 $80.00 $43.00 $55.00 $55.00 
~ W-9 Windscreen [ | - | | - 
Py heart “with internally W-3 Windscreen 
MM Series Cables suspended capsule. we 
DAE syste OPTIONAL MSH-58E 
i ° -58E-2 20’ fl Standard and anti-shock Standard and anti-shock 
ee ACCESSORIES ? go: = vane stands. stands 


**Relative to the Published curve 


tre 1 mW/10 dynes/cm?) 


—-4 


AKG MICROPHONE ACCESSORIES 


User Net User Net 
MICROPHONE TABLE STANDS MICROPHONE CASE 
ST-4 Table Stand $12.00 1-119 Microphone case 2.00 
$1-305 Ants-shock table stand 19.50 
HEADPHONE EAR CUSHIONS 
MICROPHONE FLOOR STANDS 7-60 Adapter for K-60 ear cushion, replacement pair 2.25 
ST-101 Heavy duty floor stand with collapsible base 24.00 7-61 Ear cushion for K-60, replacement pair 3.00 
ST-200 Anti-shock floor stand with collapsible base 47.00 CABLES FOR CONDENSER MICROPHONES 
ST-201 Lightweight floor stand with folding base 21.00 MK-12A/20 Power supply cable for C-12A 92.00 
WINDSCREENS SONS N-12A power supply to ¥-12A microphone 
| . 66°) i 
W-2 Windscreen for 0-224E. Foam type 5.00 pias pilpogialits lest sicamolcuinngs 
w3 ‘ NF-12A/5 Audio output cable with one connector for N-12A 
; Windscreen for D-58E, C-451£. Foam Type 5.00 Audio power supply, 15’ long with free end 22.00 
W-4 Windscreen for D-200E, D-1000E. Foam Type 6.00 MK-24/20 Same as MK-12A/20 but for C-24 92.00 
W-7 Windscreen for D-202E Foam Type 7.00 NF-24/5 Same as NF-12A/5, but for C-24 22.50 
W-8 Windscreen for D-190E/ES/TS Foam type 7.00 RL-24/ 10 Pattern selector cable for C-24 44.00 
wg Windscreen for CK-9, D9O0E shotguns. Foam 22.00 —-MK-15/1.5 Connector cable for N48 15:00 
ir iat aria pi . D-202E a POWER SUPPLIES FOR CONDENSER MICROPHONES 
- in or C- : -1, CK-2) : 
' oad ‘ B-46ES 9 volt d.c. battery power supply for C-451£. On-off 
W-24 Windscreen for D-19E/200, D-24E 31.00 switch and cannon connectors for in-line use 45.00 
STAND ADAPTERS N-12A Power Supply for C-12A 180.00 
SA-7 Stand Adapter for W-24 Windscreen (Replacement) 6.00 N-24 Power Supply far C-24 192.00 
SA-10/3 Stand Adapter for all microphones with Cannon N-46E AC. Wott - supply for ig ein Heer pass 
XLR. Fits around connector 7.00 roll-off and bass cut. Trim plate for rack panel 
SA-11 Stand Adapter for D-19£/200, D-119ES, D-24E cia = 
- an apter for D- , D- , D-24€, i i . ; 
D-190E, D-7D7E (Replacement) 3.00 nen gs ene ree| Samp ReOtERe tn EDGE 50,00 
SA-12 Stand Adapter for D-1000E (Replacement) 3.00 PUTB A.C. power supply for 6 C-451E 300.00 
SA-15 Stand Adapter for C-451£, D-150 6.00 A-52 Phantom powering module for 1 C-451£ 14.00 
SA-16 tand A for D- - Ri 
. and Adapter for D-202E, D-900E (Replacement) 3.00 EXTENSION TUBES AND SWIVEL FOR C-451E 
SA-18/1 Stand Adapter for C-451€. Metal w/locking clamp 16.50 , : 
$A-18/3 Stand Adapter for D-224E, CK.9, D-900E. Metal 1650 = VR a8 ener eson ities (oF GAGE, DRGs SES) aM 
SA-18/6 Stand Adapter for D-200E, Metal w/locking clamp 16.50 VR-2 antes VR-1, Except. 52" lng wiicswvel moon TIN 
A-51 Swivel for C-451E. (CK-1, CK-2, CK-6) 22.00 


SA-18/9 Stand Adapter for D-202E, D-9O0E. Metal, locking 16.50 
AMPLIFIERS FOR CONDENSER MICROPHONES 


SA-20 Stand Adapter for D-200E (Replacement) 3.00 
i 1ONS C-451E Preamplifier module only for use with CK-1, CK-1S, 
mer aoe dane CK-2, CK-5, CK-6, CK-9 Condenser Capsules 98.00 
H7 Rubber “pistol grip” handle for SA-18 adapters 12.00 V-12A Amplifier with microphone capsule for C-12A sys- 
H-24 Anti-shock suspension for D-19E/200, DI19ES, tem (Replacement) 230.00 
D-24E£, D-190E, D-707E 16.50 . : 
: . V-24 Amplifier with 2 microphone capsules for C-24 sys- 
H-60 Anti-shock stand suspension for C-451E 16.50 tem (Replacement) 470.00 
H-68 Anti-Shock Stand Suspension for D-900E 46.00 
H-69 Anti-shock boom suspension for D-224E and CK-9, CAPSULES FOR C-451E PREAMPLIFIER—INTERCHANGEABLE 
DOUG shetpuils a0 CK-1 Cardioid condenser microphone capsule only for 
FLEXIBLE GOOSENECKS C-ASIE 
MSH-58E 8” flexible gooseneck with connector for D-24E, CK-1S Cardioid condenser microphone capsule with 
D-58E, D-19E/200, D-200E, D-707E, D-190E 17,00 rising response 60.00 
MSH-58E-2 20” flexible gooseneck with connector for D-24E, CK-2 Omni-directional condenser microphone capsule 
D-58E, D-19E/200, D-200E, D-707E, D-190E 20.00 only for C-451E 60.00 
CABLES FOR ALL MICROPHONES CK-5 Cardioid condenser microphone capsule with 
: : integral shock mount and windscreen 90.00 
MC-20 20° microphone cable complete with XLR-3 type . : wha . 
male and female connectors 14,00 CK-6 Variable pattern omni/cardioid/figure-eight con- 
fect : denser microphone capsule only for C-451E 120.00 
MC-50 50° microphone cable complete with XLR-3 type ; . 
male and female connectors 21.00 CK-9 Interference tube (shotgun) with built-in condenser 
; ares microphone capsule only for C-451E 120.00 
MK-7/T-5 15’ microphone cable assembly nee built-in i 
to high impedance transformer/phone plug. For 
all microphones with Cannon XLR-3 connector 16.00 BASS FILTER AND OUTPUT PADS 
MK-7/5-5 Microphone cable with on-off switch built-in to KF-1 50 Hz bass cut-off, in-line filter 40.00 
microphone connectors and free end’ for KF-2 10 dB in-line output pad 30.00 
amplifier connection. For all microphones with os 
Cannon XLR-3 connector 14,50 A-50/10 10 dB pad for C-451E preamplifier 16.00 
MK-7/TS-5 Microphone cable assembly complete with built-in A-50/20 20 dB pad for C-451E preamplifier 16.00 
low to high impedance transformer/phone plug 
and on-off connector/ switch. For all microphones 
with Cannon XLR-3 connector 21.50 
MICROPHONES * HEADPHONES AKG Service Department 30-30 Review Avenue 


Long Island City, N.Y. 11101 « Tel. (212) 786-6400 
DISTRIBUTED BY 

NORTH AMERICAN PHILIPS CORPORATION 

100 EAST 42nd STREET. NEW YORK. NEW YORK 10017 

TELEPHONE (212) 697-3600 
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